
You have taken the first step to improving the 
comfort, safety, and efficiency of your home. 
The following report details the findings from 

the Home Energy Assessment on
August 7, 2024. 

Call your local Energy Smart Colorado 
Resource Center with any questions or to 

discover available rebates that can help make 
these recommendations a reality.

Your utility provider(s):

Home Energy Assessment
Your Energy Smart Analyst:

Nicholas (Nick) Byk
Sawatch Home Efficiency LLC

(970) 368-3229

Building type: Condominium 
Year built: 1979
Square footage: 976
Primary heating fuel: Electricity 
Number of bedrooms: 2
Number of occupants: 2

Welcome to Energy Smart!

Thank you for having me in your home and allowing the Energy Smart Colorado program to 
help make your home more energy efficient. 

As you will see in this report there are opportunities to save money, energy and be more 
comfortable in your home. A comprehensive energy retrofit has benefits beyond fuel savings 
such as increased building durability and increased comfort. Please consider these 
recommendations and look into rebates and low interest financing to help make these 
recommendations an affordable reality! 

Please let us know how we can help you moving forward.

Assessment overview:



Energy Usage
Your Energy Smart Analyst:

Nicholas (Nick) Byk
Sawatch Home Efficiency LLC

(970) 368-3229

Electric utility provider:
Gunnison County Electric Association 
Electric account #: 
Estimated electricity cost per kWh: $0.13 
Annual electric usage: 6,940 kWh 
Annual electric cost: $1,383

Gas utility provider:
Atmos Energy
Gas account #: 
Estimated gas cost per Therm: $1.34 
Annual gas usage: 386 Therms 
Annual gas cost: $635
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Recommended Upgrades
Your Energy Smart Analyst:

Nicholas (Nick) Byk
Sawatch Home Efficiency LLC

(970) 368-3229

When your Analyst performed your Home Energy Assessment, information was collected to estimate annual energy savings on projects you might consider completing to save 
money on your energy bills. Below is a breakdown of those suggested improvements, the estimated costs and potential annual savings, which were calculated through 
OptiMiser, an energy modeling software. A Savings to Investment Ratio (SIR) of 1 or greater means that the resulting energy savings will pay for the cost of the project. 

Energy Detail (estimated) Existing Home Improved Home Units

Annual energy consumption MMBTU

Annual electrical consumption kWh

Annual gas consumption THERMS

Potential PV system size to offset annual electric usage (estimated) KW

Recommended Improvement Estimated
Cost

Estimated
Annual Savings SIR

Reduce air leaks and weatherstrip doors to save energy and increase comfort. $450 $58 1.9

Improve the efficiency of your heating and cooling system to save energy. $10,000 $876 1.3

Improve vault or flat roof insulation to save energy and increase comfort. $6,000 $328 1.1

Condition your crawl space to save energy and increase comfort. $3,500 $154 0.9

Increase wall insulation to save energy and increase comfort. $6,000 $76 0.3
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184

54.1
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184
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Cubic volume: 7,808CF
Blower door flow rate: 1,378CFM50
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Air Leakage
Energy Smart Tip:
Your analyst used a blower door fan to test for air leakage. This test helps determine how leaky or tight the 
home is relative to other homes. Your home’s natural leakage rate is shown in the chart on the left. A very 
leaky home costs more to heat, while a very tight home may require continuous mechanical ventilation. Leaks 
can be repaired through attic floor sealing, caulking, weather stripping, and other means.

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229

CF = Cubic Feet. The volume of air contained in a 
1’ x 1’ x 1’ cube.
CFM50 = Cubic Feet per Minute at 50 Pascals 
negative pressure. This number estimates how 
much air your home loses each hour.
ACHn = Natural Air Changes per Hour. Expressed 
in the chart above as 0.48, this means that about 
48.00% of the air in your home is lost to the 
outside every hour.

There are opportunities to reduce  
air flow through your house to  
increase comfort in winter and  
summer, improve indoor air  
quality, and save money on 
heating/cooling.

The infrared camera reveals air 
leakage in the bathroom wall 
cavities.

The infrared camera also reveals 
colder areas in the floor likely due 
to air leakage below from the 
crawlspace to outside.

Recommendations:
Your home is moderately leaky, as measured by the blower door test. Your blower door number was 1,378 
CFM50 and that equates to 0.48 air changes per hour or heating the volume of air in your house 11.52 times 
a day.

What ends up having the most profound impacts on reducing leakage rates are systemic retrofits to
entire sections of your home's thermal boundary such as those completed by a BPI certified Home
Performance Contractor. Installing or establishing air barriers in attics, sloped ceilings, knee walls,
basements, and crawlspaces where none is present is the way to most effectively reduce your home's air
exchange.

When a home reaches 0.35 natural air changes per hour or less; mechanical ventilation is recommended by 
the Building Performance Institute (BPI) and Energy Smart Colorado for healthy indoor air quality and to 
maintain the durability of your home. This can be as simple as installing a bath fan equipped with a smart 
switch to run continuously at a low speed throughout the day or as involved as installing a Heat Recovery 
Ventilator (HRV). We can talk you through the pros and cons of each to help you decide which is best for 
your home.
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Primary foundation:
Unvented Crawlspace

Percentage of total: 100%
Existing R-value: 8
Recommended R-value: 19

Secondary foundation:

Percentage of total: %
Existing R-value: 0
Recommended R-value: 

Envelope – Foundation
Energy Smart Tip:
Your home’s foundation is a very important part of its thermal performance. Increasing the level of insulation 
on your foundation may be an important step to improve comfort. Sealing cracks and gaps can help to reduce 
“stack effect” – a thermodynamic process that contributes dramatically to heat loss in your home. As a result, 
it is recommended to always combine air sealing with any insulation project. 

Upgrading Foundations – If your home is built over 
a vented crawlspace, you can improve energy 
efficiency, comfort and durability by upgrading the 
foundation to a “conditioned crawlspace.” This 
involves sealing and insulating the foundation 
walls and rim and installing a sealed vapor barrier 
on the ground.

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229

Your crawlspace is insulated with 
2 inch EPS foam board on the  
exterior walls rated at R8 and 9  
inch thick fiberglass batts between 
the floor joists rated at R30.

Spray or install rigid foam  
insulation on the interior surface of  
crawlspace walls to achieve R19.  
There are some instances where  
insulation can be installed to the  
exterior surface of the foundation  
and needs to be protected from  
incidental damage

Remove existing fiberglass in box  
sills and replace with either spray  
foam or rigid foam to achieve R19. 
If rigid foam is utilized, care should  
be taken to assure complete air  
sealing of box sills and top plate(s)

Recommendations:
Air seal and insulate the crawl space foundation walls and rim joists to improve the R value from R8 to 
R19 to improve the comfort of the floors above and to eliminate entries and corridors where pests can 
travel.

Any moisture issues must be addressed prior to reducing air infiltration. All exposed earth or wet 
crawlspace floors should have a sealed vapor barrier to prevent moisture caused mold and structural 
damage. The vapor barrier should be protected from damage in areas of foot traffic. If the crawlspace 
has significant water infiltration other treatments may be required to keep or get the water out of the 
basement such as gutters, exterior drainage or interior French drains and sump pumps. Continued 
maintenance of French drains and sump pumps is also important.
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Primary wall construction:
Wood Frame

Exterior finish: Wood Siding
Existing R-value: 9
Recommended R-value: 15
Recommended continuous R-value: 

Secondary wall construction:

Exterior finish: 
Existing R-value: 
Recommended R-value: 
Recommended continuous R-value: 

Envelope – Walls
Energy Smart Tip:
Walls make up the largest percentage of surface area facing the outside environment. Improving wall 
insulation can be a challenge due to the limited space inside a wall and the difficulty accessing wall cavities. If 
wall cavities are exposed during a remodel, consider fully insulating them with fiberglass batts. Insulation can 
also be blown in through holes drilled through the exterior of the home. When replacing exterior siding, rigid 
insulation such as foam board can be installed to minimize heat loss while also improving the wall’s R-value.

Thermal bridging – This term refers to the transfer 
of heat through the structural components of your 
home, like wood or steel beams, or other framing 
elements.
R-value – Represents the capacity of an insulating
material to resist heat flow. The higher the R-
value, the greater the insulating power.

The exterior wall insulation 
appears to be in fairly good 
condition.

If the exterior siding is being  
replace; it is a great time to apply  
sheets of insulation over the sub-
sheathing. This method reduces  
thermal bridging of the wall studs.  
It requires the windows and trims  
to be modified.

Recommendations:
Consider upgrading the wall insulation after completing the higher priority recommendations like mini split 
heat pumps, crawlspace foundation insulation, and ceiling insulation.

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229
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Primary roof:
Cathedral Ceiling

Construction: Wood Frame
Exterior finish: Composition Shingles
Percentage of total: 100%
Existing R-value: 11
Recommended R-value: 30

Secondary roof:

Construction: 
Exterior finish: 
Percentage of total: %
Existing R-value: 
Recommended R-value: 

Envelope – Roof
Energy Smart Tip:
Adding insulation to your attic can be one of the most cost-effective upgrades to your home. Be sure to air-seal 
all connections between the attic and living space before installing additional insulation. Also be sure to protect 
existing vents with baffles and complete any repair projects. And don’t forget to insulate and weather-strip the 
attic hatch!

Upgrading roofs – Roofs are typically considered 
for energy improvements when there is easy 
access to the existing insulation, such as an attic 
floor, or when you are re-roofing your home. In 
some cases, rigid foam insulation can be added to 
your roof deck to increase its thermal 
performance, saving you money on utility bills and 
making your home more comfortable.

The ceiling appears to contain 
R11 3.5 inch fiberglass batts.

The infrared camera reveals some 
air leakage at the ceiling access 
hatch.

Consider upgrading the ceiling 
insulation to reduce heat loss to 
the unit above and to help with 
noise reduction.

Recommendations:
Even though there is a another unit above your home. You can still reduce your heating load by improving 
your ceiling insulation. There appears to be R11 fiberglass batts in the ceiling that are performing below the 
manufacturers suggested R value due to gaps and installation flaws.

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229
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Heating & Cooling
Energy Smart Tip:
Your home’s heating and cooling systems were inspected for safety and efficiency. Older heating systems 
should be replaced with energy efficient, sealed-combustion units or highly energy efficient heat pumps. This 
is often a significant upgrade so considerations beyond energy savings should be made. ENERGY STAR 
certified equipment will provide the best efficiency and savings.

AFUE – Annual Fuel Utilization Efficiency is the 
measure of your heating system’s efficiency. 
Higher numbers are more energy efficient.
SEER – Seasonal Energy Efficiency Ratio is the 
measure of your cooling system’s efficiency. 
Higher numbers are more energy efficient.

Consider installing Mini split cold  
climate heat pump(s) to improve 
comfort and save money on 
electricity.

Mini split heat pump outdoor 
compressors are typically  
configured to power 1 to 4 indoor  
units and operate at approximately 
250% efficiency.

Your electric resistance heating is 
rated at 99% efficiency and the 
gas stove is rated at 
approximately 70% efficiency.

Recommendations:
Install a cold climate mini split heat pump specifically designed to perform even in our extreme cold climates 
in Colorado. The units also cool and dehumidify – all at these same high efficiencies. Mini Splits can operate 
at optimum efficiency down to 10 degrees F, and will continue to generate heat (albeit at a reduced 
efficiency) down to -15 F (this number can vary slightly depending on the brand and model). Your existing 
heating system will serve as a backup when temps fall below this threshold. The HVAC contractor we 
recommend can provide more specifics on sizing and location to optimize your comfort and the unit’s 
efficiency. 

50% up to $1,000/ton, up to 5 ton system rebate from Gunnison County Electric Association for Cold Climate 
rated mini split ductless heat pump systems.

$1,000 rebate is available when insulation work is completed with a heat pump install and paid 
through Electrify and Save on bill financing.

Mini-Splits also provide extremely low cost air conditioning

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229

Heating system type:
Electric Baseboard

Fuel: Electricity
Efficiency rating (AFUE): 100
Recommended AFUE (or HSPF): 9

Secondary heating system:
Furnace-Wall

Cooling system type: 
Room AC

Efficiency rating (SEER): 12
Recommended SEER: 20

Fireplace type: Natural Gas
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Combustion zone location:

Ambient CO: 

Primary appliance:
Worst case spillage: 
Worst case flue CO air free: 
Natural conditions spillage: 
Natural conditions flue CO air free: 

Hot water appliance:
Worst case spillage: 
Worst case flue CO air free: 
Natural conditions spillage: 
Natural conditions flue CO air free: 

Secondary appliance:
Worst case spillage: 
Worst case flue CO air free: 
Natural conditions spillage: 
Natural conditions flue CO air free: 

Health & Safety
Energy Smart Tip:
Energy Smart Colorado requires analysts to perform combustion safety tests on gas-fired equipment. 
Problems with furnaces, boilers or water heaters may include but are not limited to: poorly-tuned burners, 
combustion gas spillage (also called back drafting), gas leaks and improper venting. Any health and safety 
issues identified by your Analyst should be a top priority and must be repaired by a qualified professional 
before making efficiency upgrades to the home. *Caution: improper air-sealing may create safety issues.

CO – A byproduct of combustion, CO (Carbon 
Monoxide) is a colorless, odorless and tasteless 
gas that is slightly less dense than air. It is toxic to 
humans in concentrations above 35 ppm.

Worst case – Your Analyst tested your heating 
system under the "worst case" conditions for 
proper operation. If your appliance fails this test, a 
follow-up test is performed under “natural 
conditions” to determine if there is a safety risk.

January is radon awareness  
month and is the perfect time to  
test your home for radon. Long-
term residential exposure to radon  
gas is the leading cause of lung  
cancers in non-smokers in the  
United States

Low Level Carbon Monoxide  
Monitors with a digital display are  
highly recommended in homes  
with fuel/wood burning appliances  
and/or attached garages.

A gas leak was detected at the 
fitting on the gas line into the 
water heater. We recommend 
having this repaired by a 
professional immediately.

Recommendations:
- Have the gas leak repaired by a professional immediately.

- Install a thoroughly sealed vapor/radon membrane to the crawlspace floor to improve indoor air quality in
your home.

- Schedule a test out / follow-up blower door test after air sealing and insulation renovations are completed to
check your homes new air change per hour rate and ventilation recommendations. A final blower door test
out after improvements are completed may also qualify you for rebates.

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229
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Total # of lamps (bulbs): 

Incandescent or halogen lamps: 
LED or CFL lamps: 26
Florescent tubes: 2

Refrigerator ENERGY STAR: 
kWh usage per year: 

Second fridge ENERGY STAR: 
kWh usage per year: 

Freezer ENERGY STAR: 
kWh usage per year: 

Dishwasher ENERGY STAR:

Clothes washer ENERGY STAR: 

Lighting & Appliances
Energy Smart Tip:
Replace incandescent and CFL lamps with LEDs. LEDs use about 20% of the energy and last up to 25 times 
longer than traditional incandescent bulbs. They also contain no toxic mercury and turn on instantly. Your 
refrigerator is usually one of the biggest consumers of electricity in your home. If your fridge is more than 10 
years old, consider replacing it with an ENERGY STAR certified unit.

Tips to reduce kWh base-load:
1) Use smart power strips for big energy users

like home entertainment systems
2) Use laptop computers instead of big towers –

they use up to 90% less power
3) Upgrade all of your appliances as they age to

ENERGY STAR

Your Energy Smart Analyst:
Nicholas (Nick) Byk

Sawatch Home Efficiency LLC
(970) 368-3229

Check the GCEA  rebate page for 
rebates when purchasing new 
appliances, light bulbs, or energy 
upgrades.

Mechanical ventilation is  
necessary to ensure healthy  
indoor air quality and safe 
moisture levels in building  
components when too little fresh  
air enters your home naturally.

A simpler solution to provide 
ventilation for your home is to 
install a SmartExhaust switch to 
an existing Energy Star rated 
bathroom exhaust fan.

Recommendations:
- Gunnison County Electric Association (GCEA) partners with Tri-State Generation and Transmission
Association to provide Energy Efficiency Rebates:
https://www.gcea.coop/energy-efficiency/rebates

- Home upgrades with no upfront cost - Electrify and Save On-Bill Repayment program (OBR):
In many cases the energy savings achieved through the newly installed measures is greater than the monthly
repayment obligation, thereby saving members money on their utility bill every month.
https://www.myelectric.coop/electrify-and-sav
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Costs, Loans and Rebates
The Colorado Residential Energy Upgrade Loan (RENU) loan program is a statewide residential 
loan program sponsored by the Collective Clean Energy Fund in partnership with Colorado-
based credit unions. It makes home energy upgrades easy and affordable by offering low-cost, 
long-term financing for energy efficiency and renewable energy improvements. 
Additional clean energy lenders, loan, and on-bill repayment programs are linked here.

Direct Installs

Your gas utility provider is Atmos Energy

Your electric utility provider is Gunnison County Electric Association

1.

2.

3. In addition to reviewing the above links for rebates available through your utility provider, Energy
Smart Colorado may also have local rebates available for your community and your project may
be eligible for tax credits. Click here for more info.

Your assessment invoice

Assessment costs: Partner contributions: Your costs:

Base cost $450.00 Electric utility copay $400.00 Your base cost $50.00

Additional costs $0.00 Gas utility copay Additional costs $0.00

Quick Fix total $0.00 Energy Smart incentive Additional Quick Fixes $0.00

Program discount $0.00

Assessment total $450.00 Analyst payment $400.00 Your total $50.00

Quick Fix installed Quantity Cost

Bath aerators: 0 $0.00

DHW blankets: 0 $0.00

Kitchen aerators: 0 $0.00

LED bulbs: 0 $0.00

Pipe wrap: 0 $0.00

Showerheads: 0 $0.00

Thermostats: 0 $0.00

Weatherstripping: 0 $0.00

Thermostat setback: 0 $0.00

DHW setback: 0 $0.00

TOTAL $0.00

QF Annual Savings $ $0.00

QF Annual Savings kWh 0

QF Annual Savings Therm 0

The following energy-saving items were 
installed during the assessment:

Click here for electric rebatesHyperlink:RESIDENTIAL_ASSESSMENT_ELECTRIC_REBATE_URL:Click  here for electric 
rebates}}

Click here for gas rebatesHyperlink:RESIDENTIAL_ASSESSMENT_GAS_REBATE_URL:Click  here for gas rebates}}
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Energy Advising

Have Questions?
Energy Advisors at your local Energy Smart Colorado Energy Resource Center can provide 
unbiased advice on the next steps toward making your home more comfortable and less costly to 
operate. They can help you with applicable rebates, incentives, contractors and best practices so 
you know you’re making educated decisions that are right for your home.

Our Energy Advisors are expert consultants who can:
• Provide expert advice about energy upgrades

• Help you prioritize next steps for your home energy improvements

• Connect you with qualified contractors

• Assist you with applicable rebates and financing, and help you with the paperwork

• Connect you with your utility provider’s incentive programs

Interested in Home Electrification (removing fossil fuels from your home)? 
• Visit LoveElectric.org to learn more and to find rebates, installers, and additional resources

Heating our homes accounts for the biggest 
portion of utility bills in our cold climate.
Source: U.S. Energy Information 
Administration, 2015 Residential Energy 
Consumption Survey.

You may receive a call from an Energy Advisor offering to review this assessment with you.
We look forward to working with you!

Call to speak with an
Energy Smart Colorado Energy Advisor:

Gunnison Valley Regional Housing Authority: 970-234-5613
(This is a free service!)

How do our homes
use energy?

We’re here to 
help!
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Your Home Summary
Your Energy Smart Analyst Certification:

Sawatch Home Efficiency LLC
Analyst EIN: 99-1591660

BPI Analyst Professional and Envelope Professional
Analyst Certification #: 5048864

Metric Value Metric Value Metric Value
Building Type: Condominium Primary Roof: Cathedral Ceiling Combustion Zone Location:
Year Built: 1979 Construction: Wood Frame Ambient CO:
Square Footage: 976 Exterior Finish: Composition Shingles Primary Heating Appliance
Primary Heating Fuel: Electricity Percentage of Total: 100% Worst Case Spillage:
Number of Bedrooms: Existing R-Value: 11 Worst Case Flue CO Air Free:
Number of Occupants: 2 Recommended R-Value: 30 Natural Conditions Spillage:

Electric Utility Provider: Gunnison County 
Electric Association Secondary Roof: Natural Conditions Flue CO Air Free:

Account #: 187036 Construction: Hot Water Heating Appliance
Electricity Cost per kWh: $0.13 Exterior Finish: Worst Case Spillage:
Annual Electric Usage (kWh): 6,940 Percentage of Total: % Worst Case Flue CO Air Free:
Annual Electric Cost: $1,383 Existing R-Value: Natural Conditions Spillage:
Gas Utility Provider: Atmos Energy Recommended R-Value: Natural Conditions Flue CO Air Free:

Account #: 3050802208 Existing Window Type: 2-pane, wood/vinyl fr., 
Low-e Secondary Heating Appliance

Gas Cost per Therm: $1.34 Recommended Window Type: Worst Case Spillage:
Annual Gas Usage (Therms): 386 Front Window (sf): 40 Worst Case Flue CO Air Free:
Annual Gas Cost: $635 Right Window (sf): Natural Conditions Spillage:
Cubic Volume (cf): 7,808 Back Window (sf): 44 Natural Conditions Flue CO Air Free:
Blower Door Flow Rate (CFM50): 1,378 Left Window (sf): 20 Total # of Lamps:
Primary Foundation: Unvented Crawlspace Heating System Type: Electric Baseboard Incandescent/Halogen Lamps:
Percentage of Total: 100% Heating System Year Installed: 1979 LED or CFLs currently installed: 26
Existing R-Value: 8 Heating System Fuel: Electricity Florescent Tubes: 2
Recommended R-Value: 19 Efficiency Rating (AFUE): 100 Refrigerator ENERGY STAR:
Secondary Foundation: Recommended AFUE (or equiv.): 9 Refrigerator kWh Usage per Year (est.):
Percentage of Total: % Secondary Heating System: Furnace-Wall Second Fridge ENERGY STAR:
Existing R-Value: 0 Cooling System Type: Room AC Second Fridge kWh Usage per Year:
Recommended R-Value: Efficiency Rating (SEER): 12 Freezer ENERGY STAR:
Primary Wall Construction: Wood Frame Recommended SEER: 20 Freezer kWh Usage per Year (est.):
Exterior Finish: Wood Siding Fireplace Type: Natural Gas Dishwasher ENERGY STAR:
Existing R-Value: 9 Hot Water System: Tankless Clothes Washer ENERGY STAR:
Recommended R-Value: 15 Hot Water System Year Installed: 2023 Clothes Dryer ENERGY STAR:
Recommended Continuous R-Value: Hot Water System Fuel: Natural Gas Clothes Dryer Fuel Source: Electricity
Secondary Wall Construction: Set Temperature: 120 Heat Tape Length (ft):
Exterior Finish: Solar Thermal Assist: N/A Heat Tape Estimated kWh per month: 0
Existing R-Value: Pipes Insulated?: No Hot Tub Capacity:
Recommended R-Value: Efficiency Rating: 0.95 Hot Tub Estimated kWh per month: 0
Recommended Continuous R-Value: Recommended Efficiency: If Electric Baseboard, Length (ft): 32


